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PEC Specifications Table PECHAERIEHR

##% Specifications Sg,gﬂe AEL | PEC-S0  PEC70  PEC90  PEC-120  PEC-1S5  PEC205  PEC-235
3 138 442 95.2 283 482 1151 1670
4 119 35.9 746 249 490 1055 1574
1 5 138 430 952 283 473 1151 1670
7 119 36.0 856 219 400 1055 1574
10 101 250 750 210 320 763 1184
Sﬁt?gﬂe ARG | PECS0  PEC-70(T) PEC-90(T) PEC-120(T) PEC-155(T) PEC-205(T) PEC-235(T)
RN Ton o 15 138 442 95.2 283 482 1151 1670
Nominal Output Torque 20 119 359 74.6 249 490 1055 1574
25 138 430 95.2 283 473 1151 1670
30 138 430 95.2 283 473 1151 1670
) 35 138 430 95.2 283 473 1151 1670
40 138 430 952 283 473 1151 1670
50 138 430 95.2 283 473 1151 1670
70 119 36.0 856 219 400 1055 1574
100 101 250 75.0 210 320 763 1184
=fF 7% Tanot Nem 3.0 f3EEME A (3.0 times of Nominal Output Torque)
Emergency Stop Torque (* & A# L /1% Max. Output Torque T2B =60% of Emergency Stop Torque)
meﬁinﬁiﬁ’f Sf:)le'“e g rpm 12 | 3100 | 3000 3000 3000 2500 2000 2000 2000
%f?lﬁsﬁﬁpel:;‘ rpm 12 | 3100 | 6000 6000 6000 5000 4000 4000 4000
=10 . 1 3-10 £12 £9 £9 <7 £7 <7 <7
Backlash arcmin 2 12-100 | <15 <12 <12 <9 <9 <9 <9
B8 A Torsional Rigidity /g‘rc'rgi‘n 1,2 3-100 10 2.8 75 15.5 30 57 110
I\igj%aﬁ?jljgl T_Zor:; N 1,2 3-100 350 960 1630 3380 6150 7260 11120
?Aiﬁﬁxﬂlg fg;adl N 1,2 3-100 320 900 1420 2930 5510 5550 8560
fE MR E Operating Temp. °C 3-100 -10°C ~+90°C
fEFEaService Life hr 3-100 20,000 (10,000/ #=#%3E#8 Continuous operation)
‘;&.$ % 1 3-10 295%
Efficiency 2 12-100 290%
Ex- K 1 3-10 0.7 14 3.0 73 15.6 26 56
Weight 9 2 12-100 0.9 2.2/1.7 5.0/3.4 11.5/8.5 20.7/17.2 36/31 80/62
22457516 Mounting Position - 1,2 3-100 EZ75EAny direction
EE1E Noise Level 2 dBA/1m 12 3-100 <65 £67 <70 <70 <75 <75 <80
P54k Protection Class - 12 3-100 IP65
&8 Lubrication - 12 3-100 REZEBRE Urea derivatives
BRI EENEE Inertia(J1)
gi#(Stage JBiEREERatio Bfizunit PEC-50 PEC-70 PEC-90 PEC-120 PEC-155 PEC-205 PEC-235
3 0.03 020 0.81 220 7.89 25.2 77.9
4 0.03 016 065 1.80 5.83 19.8 56.5
1 5 0.03 0.15 0.62 161 5.38 183 533
7 0.03 0.14 0.60 155 522 17.8 53.0
10 Kg » cm? 0.03 0.14 0.60 153 520 17.6 52.9
#i%Stage JBiiREERatio PEC-50 PEC-70(T) PEC-90(T) PEC-120(T) PEC-155(T) PEC-205(T) PEC-235(T)
15/20/25 0.02 015002  0.62(0.15) 1.61(0.62) 538(161)  183(538)  53.9(183)
2 30/35/40 0.02 01400.02)  0.60(0.14) 1.55(0.60) 522(155)  17.8(522)  53.0(17.8)
50/70/100 0.02 014(0.02)  0.60(0.14) 1.53(0.60) 520(153)  17.6(520)  52.9(17.6)
* 1. B HE R 100rpm [ EFAR# LBk PO MIE Applied to the output shaft center @100rpm.
* 2.3000rpm ZE# El Measured at 3000rpm with no load
XEATFRYE D EBBRRETREEFEARTTEH - The above figures/specifications are subject to change without prior notice.
Products due to human error, natural disasters or other factors lead to poor or damaged, will not be covered under warranty.
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