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o N =y
O PGC Specifications Table PGCHEEMRIEHE
P B8 RIRLE L x g : L : 2
#i1& Specifications Stage Ratio PGC-50 PGC-70 PGC-90 PGC-120 PGC-155  PGC-205 PGC-235
3 13.8 44.2 95.2 283 482 1151 1670
4 11.9 35.9 74.6 249 490 1055 1574
1 5 13.8 430 95.2 283 473 1151 1670
7 11.9 36.0 85.6 219 400 1055 1574
10 10.1 25.0 75.0 210 320 763 1184
Sﬁg%&e RIEL | pGC-50 PGC-70(T) PGC-90(T) PGC-120(T) PGC-155(T) PGC-205(T) PGC-235(T)
N E%iﬁﬂ)ﬁgﬁf ;ZN Nem 15 138 442 95.2 283 482 1151 1670
ominal Output forque 20 119 359 746 249 490 1055 1574
25 13.8 43.0 95.2 283 473 1151 1670
30 13.8 43.0 95.2 283 473 1151 1670
2 35 13.8 43.0 95.2 283 473 1151 1670
40 13.8 43.0 95.2 283 473 1151 1670
50 13.8 43.0 95.2 283 473 990 1670
70 11.9 36.0 85.6 219 400 1055 1574
100 10.1 25.0 75.0 210 320 763 1184
=E%E Tanot Nem 3.0 fEREEH B 0% (3.0 times of Nominal Output Torque)
Emergency Stop Torque (* S A H 71%E Max. Output Torque T2B =60% of Emergency Stop Torque)
BREE AE NN
Nominal Input Speed rem 12 3-100 3000 3000 3000 2500 2000 2000 2000
B AR AR Nimax
Max. Input Speed rom 12 3-100 6000 6000 6000 5000 4000 4000 4000
HBIEEE R . 1 3-10 - - - <3 <3 <3 <3
Micro Backlash PO aremin 2 12-100 - - - <5 <5 <s <5
EEER . 1 3-10 - <6 <6 <s <5 <5 <5
Precision Backlash P1 aremin 2 12-100 - <9 <9 <7 =7 =7 =7
IRAEE IR . 1 3-10 <12 £9 <9 <7 <7 <7 <7
Standard Backlash P2 aremin 2 12-100 | <15 <12 <12 <9 <9 <9 <9
; . L Nem
[+ Torsional Rigidity Jarcmin 12 3-100 1.0 238 7.5 155 30 57 110
@#F@r‘njjj Fore*
Max. Radial Load N 12 3-100 350 960 1630 3380 6150 7260 11120
AR F2aB t
Vv /vt Lo N 12 3-100 320 900 1420 2930 5510 5550 8560
fEFRE Operating Temp. °C 3-100 -10°C~+90°C
fE A Service Life hr 3-100 20,000 (10,000/ & #&3E# Continuous operation)
BUES o 1 3-10 296%
Efficiency ° 2 12-100 292%
E3= K 1 3-10 0.6 12 32 7.5 15.6 26 56
Weight 9 2 12-100 0.8 1.9/15 5.3/3.6 12/8.8 20.7/17.2 36/31 80/62
Z #7518 Mounting Position - 12 3-100 EE 75 E@Any direction
%% 1& Noise Level 2 dBA/Im 12 3-100 60 62 65 65 70 70 75
BAEZ 4R Protection Class - 1,2 3-100 P65
JEB Lubrication - 1.2 3-100 SRUEE M Synthetic Lubricant
R E S B2 Inertia(J1)
Ei#Stage A #REERatio EfiIunit PGC-50 PGC-70 PGC-90 PGC-120 PGC-155  PGC-205 PGC-235
3 0.03 0.20 0.81 2.20 7.89 25.2 779
4 0.02 0.16 0.65 1.80 5.83 19.8 56.5
1 5 0.02 0.15 0.62 161 5.38 183 533
7 0.02 0.14 0.60 1.55 5.22 17.8 53.0
10 Kg « cm? 0.02 0.14 0.60 153 520 17.6 529
g% Stage JBlEEERatio PGC-50 PGC-70(T) PGC-90(T) PGC-120(T) PGC-155(T) PGC-205(T) PGC-235(T)
15/20/25 0.02 0.15(0.02) 0.62(0.15) 1.61(0.62) 5.38(1.61) 18.3(5.38) 53.9(18.3)
2 30/35/40 0.02 0.14(002)  0.60(0.14) 1.55(0.60) 522(155  17.8(5.22) 53.0(17.8)
50/70/100 0.02 0.14(0.02) 0.60(0.14) 1.53(0.60) 5.20(1.53) 17.6(5.20) 52.9(17.6)
* 1. &P 885E 100rpm B, EFAR & L E 5P /0 fE Applied to the output shaft center @100rpm.  * 2. 3000rpm ZE & &l Measured at 3000rpm with no load
*3.PGC70T - OO - P1 » PGCI0T - OO - P1&PGC120T - OO - PO - R&A_£%* - PGC70T - OO - P1 ~ PGCI0T - OO - P1, and PGC120T - OO - PO, are not applicable.
XANBARE EHBRBETRAEEARLTSEH - The above figures/specifications are subject to change without prior notice.
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